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Zinc ingots 

TECHNICAL CORRIGENDUM 1 

Zinc en lingots 

RECTIFICATIF TECHNIQUE 1 

Technical Corrigendum 1 to ISO 752:2004 was prepared by Technical Committee ISO/TC 18, Zinc and zinc 
alloys, Subcommittee SC 3, Zinc metal. 

                               

Cover page 

Change the title to “Refined zinc”. 

Page iii, Foreword 

Change the subcommittee title to “Zinc metal”. 

Page 1, Clause 1 

Change “primary zinc” to “refined zinc” in two places. 

Page 1, Clause 3 

In 3.1, add “, such as block, jumbo or slab” after “re-melting”. 

In 3.2, change the term “primary zinc” to “refined zinc”. Add “, but not by remelting” after “reduction”. In the 
note, change “primary zinc” to “refined zinc”. 
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Page 2, 3.7 

Remove “with holes for lifting with a chain”. 

Page 2, Clause 4 

Replace the text with the following: 

“Zinc ingots shall be manufactured from liquid refined zinc by continuous or non-continuous casting 
techniques.” 

Page 2, Clause 5 

Item b). Replace “primary zinc” with “refined zinc”. 

Item e). Add after “required”, “: block, jumbo or slab”. 

Item f). Replace “a certificate of analysis or a declaration of conformity” with “an inspection document”. 

Page 3, Clause 6 

In 6.1, first line and title of Table 1. Replace “primary zinc” with “refined zinc”. 

Page 3, Clause 7 

Replace “primary zinc” with “refined zinc”. 

Page 3, Clause 8 

In 8.1, item d), remove “(if available)” in the first line. 

 


